
Designation of a Notified Body pursuant to the Construction
Products Regulation

From : Deutsches Institut für Bautechnik
(DIBt)
Kolonnenstraße 30 L
D-10829 Berlin
Germany

To : European Commission
GROWTH Directorate-General
200 Rue de la Loi,
B-1049 Brussels.

Other Member States

Reference : Regulation (EU) No 305/2011 - Construction products

Body name, address, telephone, fax, email, website :

Kiwa GmbH Niederlassung TBU
Gutenbergstraße 29
48268 Greven
Germany
Phone : +49 (0) 2571 98720
Fax : +49 (0) 2571 987299
Email : InfoKiwaGreven@kiwa.de
Website : www.kiwa.de

Body : NB 0799

Created : Unknown (Notifications pre-dating 2006 are not available in these lists) | Last update : 21/07/2017

The body is formally accredited against :

EN ISO/IEC 17025 - Testing and calibration laboratories

EN ISO/IEC 17065 - Product certification

Name of National Accreditation Body (NAB) : DAkkS (Deutsche Akkreditierungsstelle GmbH)
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Tasks performed by the Body :

Last approval date : 23/10/2021

Decision Product family, product/Intended use AVCP system Technical specification

96/581/EC Geotextiles (1/2) : - Geosynthetics (membranes and textiles),
geotextiles, geocomposites, geogrids, geomembranes and
geonets used: for reinforcement (in roads, railways,
foundations and walls, drainage systems, erosion control,
reservoirs and dams, canals, tunnels and underground
structures, liquid waste disposal or containment, for solid
waste storage or waste disposal).

FPC Certification
Body (System 2+)

EN 13249:2000/A1:2005

EN 13249:2016

EN 13257:2000/A1:2005

EN 13257:2000/AC:2003

EN 13257:2016

EN 13265:2000/A1:2005

EN 13265:2000/AC:2003

EN 13265:2016

EN 13361:2004

EN 13361:2004/A1:2006

EN 13362:2005

EN 13491:2004

EN 13491:2004/A1:2006

EN 13492:2004

EN 13492:2004/A1:2006

EN 13493:2005

EN 15381:2008

96/581/EC Geotextiles (1/2) : - Geosynthetics (membranes and textiles),
geotextiles, geocomposites, geogrids, geomembranes and
geonets used: as fluid or gas barriers (in roads, railways,
foundations and walls, drainage systems, erosion control,
reservoirs and dams, canals, tunnels and underground
structures, liquid waste disposal or containment, for solid
waste storage or waste disposal).

FPC Certification
Body (System 2+)

EN 13249:2000/A1:2005

EN 13249:2016

EN 13257:2000/A1:2005

EN 13257:2000/AC:2003

EN 13257:2016

EN 13265:2000/A1:2005

EN 13265:2000/AC:2003

EN 13265:2016

EN 13361:2004

EN 13361:2004/A1:2006

EN 13362:2005

EN 13491:2004

EN 13491:2004/A1:2006

EN 13492:2004

EN 13492:2004/A1:2006

EN 13493:2005

EN 15382:2013

96/581/EC Geotextiles (1/2) : - Geosynthetics (membranes and textiles),
geotextiles, geocomposites, geogrids, geomembranes and
geonets used: for drainage and/or filtration (in roads,
railways, foundations and walls, drainage systems, erosion
control, reservoirs and dams, canals, tunnels and
underground structures, liquid waste disposal or containment,
for solid waste storage or waste disposal).

FPC Certification
Body (System 2+)

EAD 080002-00-0102

EN 13249:2000/A1:2005

EN 13249:2016

EN 13250:2000/A1:2005

EN 13250:2016

EN 13251:2000/A1:2005

EN 13251:2016

EN 13252:2000/A1:2005

EN 13252:2016
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Decision Product family, product/Intended use AVCP system Technical specification

EN 13253:2000/A1:2005

EN 13253:2016

EN 13257:2000/A1:2005

EN 13257:2000/AC:2003

EN 13257:2016

EN 13265:2000/A1:2005

EN 13265:2000/AC:2003

EN 13265:2016

EN 13361:2004

EN 13361:2004/A1:2006

EN 13362:2005

EN 13491:2004

EN 13491:2004/A1:2006

EN 13492:2004

EN 13492:2004/A1:2006

EN 13493:2005

96/581/EC Geotextiles (1/2) : - Geosynthetics (membranes and textiles),
geotextiles, geocomposites, geogrids, geomembranes and
geonets used: as protective layer (in roads, railways,
foundations and walls, drainage systems, erosion control,
reservoirs and dams, canals, tunnels and underground
structures, liquid waste disposal or containment, for solid
waste storage or waste disposal).

FPC Certification
Body (System 2+)

EN 13249:2000/A1:2005

EN 13249:2016

EN 13250:2000/A1:2005

EN 13250:2016

EN 13251:2000/A1:2005

EN 13251:2016

EN 13252:2000/A1:2005

EN 13252:2016

EN 13253:2000/A1:2005

EN 13253:2016

EN 13254:2000/A1:2005

EN 13254:2000/AC:2003

EN 13254:2016

EN 13255:2000/A1:2005

EN 13255:2000/AC:2003

EN 13255:2016

EN 13256:2000/A1:2005

EN 13256:2000/AC:2003

EN 13256:2016

EN 13257:2000/A1:2005

EN 13257:2000/AC:2003

EN 13257:2016

EN 13265:2000/A1:2005

EN 13265:2000/AC:2003

EN 13265:2016

EN 13361:2004

EN 13361:2004/A1:2006

EN 13362:2005

EN 13491:2004

EN 13491:2004/A1:2006

EN 13492:2004
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EN 13492:2004/A1:2006

EN 13493:2005

96/581/EC Geotextiles (1/2) : - geocomposite for drainage system (for all
essential characteristics except for reaction to fire).

FPC Certification
Body (System 2+)

EAD 080001-00-0403

99/90/EC Membranes (1/3) : - Damp proofing sheets (in buildings). FPC Certification
Body (System 2+)

EN 13967:2012

99/90/EC Membranes (1/3) : - Damp proof courses (in buildings). Testing Laboratory
(System 3)

EN 14891:2012

EN 14891:2012/AC:2012

EN 14909:2012

EN 14967:2006

99/90/EC Membranes (1/3) : - Roof sheets (in buildings). FPC Certification
Body (System 2+)

EN 13956:2012

99/90/EC Membranes (1/3) : - Water vapour control layers (in
buildings).

Testing Laboratory
(System 3)

EN 13859-1:2010

EN 13859-2:2010

EN 13984:2013

99/90/EC Membranes (1/3) : - Roof underlays (in buildings). Testing Laboratory
(System 3)

EN 13859-1:2010

99/90/EC Membranes (2/3) : - Damp proofing sheets (for uses subject
to reaction to fire regulations).

Product
Certification Body
(System 1)

EN 13967:2012

99/90/EC Membranes (2/3) : - Water vapour control layers (for uses
subject to reaction to fire regulations).

Product
Certification Body
(System 1)

EN 13859-1:2010

EN 13859-2:2010

EN 13984:2013

99/90/EC Membranes (2/3) : - Roof sheets (for uses subject to reaction
to fire regulations).

Product
Certification Body
(System 1)

EN 13956:2012

99/90/EC Membranes (2/3) : - Roof underlays (for uses subject to
reaction to fire regulations).

Product
Certification Body
(System 1)

EN 13859-1:2010

99/90/EC Membranes (2/3) : - Damp proof courses (for uses subject to
reaction to fire regulations).

Product
Certification Body
(System 1)

EN 14909:2012

EN 14967:2006

99/470/EC Construction adhesives (1/2) : - Adhesives for tiles (for
internal and external uses in buildings and other civil
engineering works).

Testing Laboratory
(System 3)

EN 12004:2007+A1:2012

2003/655/EC Watertight coverings kits for wetroom floors and walls (1/2) : -
Watertight covering kits for wetroom floors and walls (for
building works).

FPC Certification
Body (System 2+)

EAD 030352-00-0503

EAD 030436-00-0503

EAD 030437-00-0503
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