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General data (conform Chamber of commerce) 

Name organisation  

Contact person Mr. / Mrs. / Ms.  

Position  

E-mail  

Address  

Zip code and city  

Mailing address (if 
different) 

 

Telephone / Fax   

E-mail  

Website  

Chamber of commerce nr.  

VAT nr. 
 

 

External consultant   None  Organisation………………… Name consultant……………………………… 

How do you know Kiwa?   Website  Social media etc.  Consultant   Other: …………………... 

 

 

Planning 

In which period would you like the audit to take place?  

 
 
Please send this form to  Frank van Hattem by e-mail to UnitPlasticPipingSystems@kiwa.nl. Please do mention the name 
Frank van Hattem, as this email address is a general email address of our secretariat.  After receipt we will contact you as 
soon as possible. 
 
 
Fill out by Kiwa: 
 
Accepted by Kiwa:     d.d.:    Paraph: 

Specific product information 

  Initial certification   Extension  Take over   Type testing 

  Other:  
  Recertification  

(end date certificate) :  
  Other: 

Description application: see enclosed annex C (will be part of the quotation) 

   
Other 
Construction drawings 
Test reports 
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Annex C: Application form for geomembranes (manufacture and processor) 
 
Certificate in:     :  Dutch  English 
Official correspondence in  :  Dutch  English 
Requests Quotation before date:  :  
 
Application for:  
Processor of membranes K 537 :   (KOMO certificate)   1149 :   
  
HD PE membrane  K 538 :    PE LD membrane  K546 :  
PVC membrane  K 519 :   Other (comment below)   :  
 
For Manufacturers of membranes please fill in all different types.  
Different per material (PE LD, HD PE, …)  per application (normal or extra UV resistant and/or chemical 
resistant), thicknesses, others?: 
 
Membrane type  
(PVC, PE LD, …) 

application thickness 

example: PE HD Normal and extra UV 0,8 – 1,0 – 2,0 
example: LD PE Extra UV 0,8 
   
   
   
   
   
   
   
 
For Processors of membranes please fill in all different types of membranes, welding methods per 
membrane, weld size and location info (1 combination per line). Location can be “in field” or “second welding plant”. In case of 
“second plant” please enter address information in separate section below: 
 
Membrane type  
(PVC, PE LD, …) 

Weld type 
(high frequency, hot air, ….) 

Weld size Factory or 
“on Location” 

example: PVC High frequency long F 
example: PVC High frequency detail L (see below) 
    
    
    
    
    
    
    
    
    
    
 
Already certified for | by  (in relation to this application relevant  standards / certification schemes including ISO 9001): 
 
  
 
Contact and address information on page 1 is for certificate holder. Please add additional information if 
applicable, like different production plant,  here: 
 
 
 
 
Comments: 
 
 
 
 


