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	Application form  for pressure equipment assembly
Conform the Pressure Equipment Directive PED 2014/68/EU
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Kiwa Industrial Inspection
Sir Winston Churchill-laan 273
Postbus 70, 2280 AB  Rijswijk
Telefoon 088 – 472 2355
www.kiwa.com 
nl.inspectionservices@kiwa.com







	Manufacturer/ Applicant:
	Visiting address for inspection (if different as manufacturer address):

	Company:
	Company:

	Address: 
	Address:

	Zip code & City:
	Zip code & City:

	Contact:
	Contact:

	Telephone number:
	Telephone number:

	E-mail:
	

	Desired inspection date:
	





☐          We would like to receive a quote for this work before placing the order.










Signature of the applicant:
The applicant declares that such application for EU design or EU type examination has not been submitted to any other Notified Body (for module B (design type) only).

Name:

Date:							Signature:





Please email this completed form with attachments to: nl.inspectionservices@kiwa.com 
For the final appointment, please contact our planning department, telephone: 088 47 22 35
8
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Compound data: 
	Identification
	 
	Factory/serial Number
	 

	Table as per Annex II
	 
	Category According to Annex II
	 

	Module for design
	B(design type)/ G*
	Module for inspection
	C2 / F / G*


*Delete what not does apply 

Documents to be submitted for the benefit for design review (submit in full)
· General description including boundaries assembly
· Hazard analysis possibly supplemented o.a. HAZOP/SIL/FMEA
· Description of assembly security
· Piping & instrumentation diagrams + PFD
· Operating manual
· Equipment classification list
· Pipeline classification list 
· Safety app. list including calculations
· Piping specifications including PMAs
· Isometrics
· Flexibility calculations
· Support details
· Test and inspection plan in installation context 
· List of harmonised standards used
· Design calculations
· D.O.C. Individual pressure devices

	Documents to be submitted 

	 
	C2
	F
	G

	Copy of design study report 
	 
	 
	X

	Copy of EU type examination report 
	X
	X
	 



Remark:
1. Not all documents need to be relevant.
2. For an assembly or pressure system, all documents normally required for design assessment shall be available at the inspection.
3. If individual pressure devices are also manufactured during the manufacture of the assembly or pressure system, they should be treated as such separately from the assessment and inspection of the assembly or pressure system.
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